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Scale:  1/2" = 1'-0" 2UNDERGROUND DUCTBANK SECTION

GENERAL NOTES:

1. MINIMUM COVER OF MV CONDUIT BANK IN STREET OR PARKWAY IS 30" BELOW GUTTER GRADE.

2. MINIMUM COVER OF MV CONDUIT BANK ON PRIVATE PROPERTY IS 30" BELOW FINISHED GRADE.

3. CONTRACTOR TO FURNISH AND INSTALL APPROVED CONDUIT TO EDISON SPECIFICATIONS PER
UGS CD 100.1, 110 AND 120.

4. FOR GENERAL SPECIFICATIONS SEE UGS GI 001.

5. THE MINIMUM BENDING RADIUS FOR ALL SWEEPS OF ALL MAINLINE CONDUITS IS 12' 6".

001

6. SECONDARY FEEDER DUCTBANK TO BE CONCRETE ENCASED PER EDISON SPECIFICATIONS.

002

KEY NOTES:

PROVIDE BRANCH CIRCUIT PANELBOARD WITHIN GENERATOR ENCLOSURE. FINAL LOCATION
SHALL BE COORDINATED WITH EQUIPMENT HOUSED IN GENERATOR ENCLOSURE. THIS PANEL
SHALL SERVE ALL 120/208V POWER EQUIPMENT SUCH AS LIGHTS, RECEPTACLES, AND
GENERATOR AUXILIARY DEVICES.

1

002

ISSUED FOR 50% CONSTRUCTION DOCUMENTS 19 MAR, 2010

ISSUED FOR 90% CONSTRUCTION DOCUMENTS 2 JUL, 2010

CONTRACTOR BID INSTRUCTION REVIEW SET 24 SEP, 2010

ISSUED FOR 100% CONST. DOCS. APPROVED SET - ISSUED
FOR BID

9 DEC, 2010

001 ADDENDUM NO. 001 11 FEB, 2011

002 ADDENDUM NO. 002 4 MAR, 2011

008 BULLETIN NO. 005 2 MAR, 2012

011 BULLETIN NO. 008 15 JUN, 2012

7. DRAINAGE AND SEWER PIPING LOCATIONS ARE APPROXIMATE. REFER TO CIVIL FOR EXACT LOCATIONS
AND ELEVATIONS.

8. ELEVATIONS MARKED TO TOP OF DUCTBANK RELATIVE TO LEVEL 1. (B1 = -17')
002

002

002

002

002

008

CONDUIT TO BE EXTENDED TO STREET VAULT. LOCATION OF STREET VAULT SHALL BE
DERTERMINED FROM ENGINEERING DRAWINGS PROVIDED BY SOUTHERN CALIFORNIA EDISON.

2

PROVIDE (1) 5" SPARE CONDUIT BETWEEN UTILITY TRANSFORMERS. COORDINATE EXACT
LOCATION WITH ENGINEERING DRAWINGS PROVIDED BY SOUTHERN CALIFORNIA EDISON.

3

PROVIDE CABLE TRENCH FROM TRANSFORMER SLAB BOX TO SSWBD1 AND SSWBD2 AS
REQUIRED. COORDINATE TRENCH WITH SOUTHERN CALIFORNIA EDISON REQUIREMENTS AND
CONNECTION TO SLAB BOX.

4

PROVIDE PAD FOR FUTURE UTILITY CAPACITOR BANK EQUIPMENT. CONSTRUCTION OF PAD
SHALL BE IN CONFORMANCE WITH SOUTHERN CALIFORNIA EDISON. REFER TO DETAIL NO. 1
ON E2.SP.03 FOR REFERENCE.

5

PROVIDE PAD FOR MEDIUM VOLTAGE EQUIPMENT (PME9). CONSTRUCTION OF PAD SHALL BE IN
CONFORMANCE WITH SOUTHERN CALIFORNIA EDISON. REFER TO DETAIL NO. 2 ON E2.SP.03 FOR
REFERENCE.

6

PROVIDE PAD FOR UTILITY TRANSFORMERS. CONSTRUCTION OF PAD SHALL BE IN
CONFORMANCE WITH SOUTHERN CALIFORNIA EDISON. REFER TO DETAIL NO. 3 ON E2.SP.03 FOR
REFERENCE.

7

PROVIDE PAD FOR METERING EQUIPMENT. REFER TO DETAIL NO. 4 ON E2.SP.03.8

008

Scale:  1/2" = 1'-0" 3UNDER ROAD DUCTBANK SECTION

008

9. CONTRACTOR TO INSTALL PULL BOXES AS NECESSARY WITHIN INTERSTITIAL SPACE TO FACILITATE
CONDUCTOR INSTALLATION.008

DUCTBANK TO BE INSTALLED UNDER EXISTING SEWER UTILITY. MINIMUM DEPTH BELOW SEWER
UTILITY SHALL BE 2' 0". COORDINATE SHORING AND EXCAVATION WITHIN EASEMENT WITH
APPROPRIATE CITY AGENCIES.
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011

COORDINATE LOCATION OF INCOMING CONDUITS WITH FINAL SELECTION OF GENERATOR AND
GENERATOR ENCLOSURE.
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011

011


